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VXR-9000 Series Specifications
VHF UHF

General Specification

Frequency Range 134 – 160 MHz
148 – 174 MHz

400 – 430 MHz 
450 – 490 MHz

Number of Channels 32

Power Supply Voltage 13.6 V DC ± 10%

Channel Spacing 12.5 / 25* kHz

Operating Temperature Range -22ºF to +140ºF (-30ºC to +60ºC)

Frequency Stability 1.5 ppm, 1.0 ppm (30 min. after wake up)

RF Input-Output Impedance 50 Ohms

Dimension (H x W x D) 3.5 x 19 x 13.5 inches (88 x 483 x 343 mm)

Weight (Approx.) 21.4 lbs (9.7 kg) 50 W model

Receiver Specification: measured by TIA/EIA-603
Sensitivity 12dB SINAD 0.25 µV 0.3 µV

Adjacent Channel Selectivity 85 dB / 75 dB 80 dB / 75 dB

Intermodulation 82 dB / 78 dB

Spurious and Image Rejection 90 dB

Audio Output 4 W @ 4 Ohms

Transmitter Specification: measured by TIA/EIA-603
Output Power 50 / 25 / 10 W (100 W optional)

Duty Cycle 100 % (25 W)

Modulation 16K0F3E, 11K0F3E

Maximum Deviation ± 5.0 kHz / ± 2.5 kHz

Audio Distortion < 2.5 % @ 1 kHz

Conducted Spurious Emission Better than 70 dB below carrier


